Hand Hygiene and Protection
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Hand Hygiene and Protection

FEATURES
STURDY &
DURABLE %
Made of high-quality metal S
SPECIFICATION for long-lasting performance.
Model No. : EQA1701-1
MESS-FREE R

[ EYCIEL : Polypropylene Plastic
Colour : Dark grey HYGIENE +
Prevents drips and residue < +

Dimension  : 90mm (W) x 140mm (H) buildup on floor surfaces.
x 100mm (L]

QUICK & EASY
TO CLEAN ’
+

Smooth surface enables
fast cleaning and effortless
maintenance.

WIDE DISPENSER
COMPATIBILITY <~/ )
Compatible with multiple

dispenser models.
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What types of dispensers are compatible with
this drip tray?

HAND
SANITIZER
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Nutech Auto Dispenser (SD7350 [ SD7700)

Capacity : 500ml/ 800ml
Dimension : 116mm (L) x 85mm (W) x 214mm (H) /
116mm (L) x 89mm (W] x 248mm (H)

Pack size  : 12 units per carton

i-Series Auto Dispenser (MSD158)

Capacity : 900ml
Dimension : 130mm (L) x 85mm (W) x 240mm (H)

Pack size  : 12 units per carton

DUPREX SINGAPORE PTE LTD

® | Hygiene Blk 5042, Ang Mo Kio Industrial Park 2 #01-509, Singapore 569545
U rex ene Phone: (65) 6482 3300 « Fax: (65) 6482 3878
Specialties E-mail: sales@duprex.com ¢ Website: www.duprex.com
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For A Cleaner Environment, The Preferred Choice
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Q&A

Does the dispenser come with the drip tray?

No, the dispenser is sold separately. The drip tray is
designed to support compatible automatic soap
and sanitizer dispensers.

Is the drip tray easy to clean and maintain?

Yes, the smooth metal surface allows for quick and
easy cleaning to maintain hygiene standards.

Built For
Better Hygiene
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